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40 CFR Ch. I (7–1–10 Edition) § 60.402 

(g) Beneficiation means the process of 
washing the rock to remove impurities 
or to separate size fractions. 

[47 FR 16589, Apr. 16, 1982, as amended at 65 
FR 61760, Oct. 17, 2000] 

§ 60.402 Standard for particulate mat-
ter. 

(a) On and after the date on which 
the performance test required to be 
conducted by § 60.8 is completed, no 
owner or operator subject to the provi-
sions of this subpart shall cause to be 
discharged into the atmosphere: 

(1) From any phosphate rock dryer 
any gases which: 

(i) Contain particulate matter in ex-
cess of 0.030 kilogram per megagram of 
phosphate rock feed (0.06 lb/ton), or 

(ii) Exhibit greater than 10-percent 
opacity. 

(2) From any phosphate rock calciner 
processing unbeneficiated rock or 
blends of beneficiated and 
unbeneficiated rock, any gases which: 

(i) Contain particulate matter in ex-
cess of 0.12 kilogram per megagram of 
phosphate rock feed (0.23 lb/ton), or 

(ii) Exhibit greater than 10-percent 
opacity. 

(3) From any phosphate rock calciner 
processing beneficiated rock any gases 
which: 

(i) Contain particulate matter in ex-
cess of 0.055 kilogram per megagram of 
phosphate rock feed (0.11 lb/ton), or 

(ii) Exhibit greater than 10-percent 
opacity. 

(4) From any phosphate rock grinder 
any gases which: 

(i) Contain particulate matter in ex-
cess of 0.006 kilogram per megagram of 
phosphate rock feed (0.012 lb/ton), or 

(ii) Exhibit greater than zero-percent 
opacity. 

(5) From any ground phosphate rock 
handling and storage system any gases 
which exhibit greater than zero-per-
cent opacity. 

[47 FR 16589, Apr. 16, 1982, as amended at 65 
FR 61760, Oct. 17, 2000] 

§ 60.403 Monitoring of emissions and 
operations. 

(a) Any owner or operator subject to 
the provisions of this subpart shall in-
stall, calibrate, maintain, and operate 
a continuous monitoring system, ex-
cept as provided in paragraphs (b) and 

(c) of this section, to monitor and 
record the opacity of the gases dis-
charged into the atmosphere from any 
phosphate rock dryer, calciner, or 
grinder. The span of this system shall 
be set at 40-percent opacity. 

(b) For ground phosphate rock stor-
age and handling systems, continuous 
monitoring systems for measuring 
opacity are not required. 

(c) The owner or operator of any af-
fected phosphate rock facility using a 
wet scrubbing emission control device 
shall not be subject to the require-
ments in paragraph (a) of this section, 
but shall install, calibrate, maintain, 
and operate the following continuous 
monitoring devices: 

(1) A monitoring device for the con-
tinuous measurement of the pressure 
loss of the gas stream through the 
scrubber. The monitoring device must 
be certified by the manufacturer to be 
accurate within ±250 pascals (±1 inch 
water) gauge pressure. 

(2) A monitoring device for the con-
tinuous measurement of the scrubbing 
liquid supply pressure to the control 
device. The monitoring device must be 
accurate within ±5 percent of design 
scrubbing liquid supply pressure. 

(d) For the purpose of conducting a 
performance test under § 60.8, the 
owner or operator of any phosphate 
rock plant subject to the provisions of 
this subpart shall install, calibrate, 
maintain, and operate a device for 
measuring the phosphate rock feed to 
any affected dryer, calciner, or grinder. 
The measuring device used must be ac-
curate to within ±5 percent of the mass 
rate over its operating range. 

(e) For the purpose of reports re-
quired under § 60.7(c), periods of excess 
emissions that shall be reported are de-
fined as all 6-minute periods during 
which the average opacity of the plume 
from any phosphate rock dryer, 
calciner, or grinder subject to para-
graph (a) of this section exceeds the ap-
plicable opacity limit. 

(f) Any owner or operator subject to 
the requirements under paragraph (c) 
of this section shall report on a fre-
quency specified in § 60.7(c) all meas-
urement results that are less than 90 
percent of the average levels main-
tained during the most recent perform-
ance test conducted under § 60.8 in 

VerDate Mar<15>2010 08:06 Aug 06, 2010 Jkt 220148 PO 00000 Frm 00492 Fmt 8010 Sfmt 8010 Q:\40\40V6.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-27T09:09:07-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




